
M
IN

IK
R

A
N

C6
by Hoeflon



Compact crane C6 (PC)Compact crane C6 (PC)Compact crane C6 (PC)   

 Radio remote control 

 Fits through a door 

 Electric and/or fuel 

 Tracks in width adjustable 

 White tracks non marking 

 Transportable by car trailer 

 Pick and Carry (PC) 

With flyWith flyWith fly---jibjibjib   Without flyWithout flyWithout fly---jibjibjib   

No rights can be derived from the values mentioned 

New type!
New type!
New type!   

Max 3150 kgMax 3150 kgMax 3150 kg   

Jib in max 900 kgJib in max 900 kgJib in max 900 kg   

Jib out hor. max 510 kgJib out hor. max 510 kgJib out hor. max 510 kg   

100010001000   450450450   240240240   140140140   80  kg PC80  kg PC80  kg PC   
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Hoeflon Compactkranen B.V. 
Bellstraat 21 I 
3771 AH Barneveld 

Tel:   +31 (0)342 400288 
Fax:   +31 (0)342 400274 
E-mail: info@hoeflon.nl 
Web:  www.hoeflon.nl 

Specifications Hoeflon C6 (PC) 

Engine Yanmar diesel 3 cyl. 7,3 kW 

Battery 12 V, 44 Ah 

Electric motor 3,0 kW, 1500 rpm 

Counterweight With hydraulic cylinder in and out 

Hydraulic pump 250 bar 

Transport speed 1,1 km/h (1st gear) 

2,2 km/h (2nd gear) 

Total weight 2100 kg excl. counterweight and fly-jib 

2640 kg excl. fly-jib, incl. counterweight 

2850 kg incl. counterweight and fly-jib 

3075 kg incl. counterweight and fly-jib Pick and Carry (PC)  
Slewing angle 360° 

Safe loadindicator Overload warning lamps 90% / 100% 

Radio remote control Proportional drive, outrigger and lifting with display 

Safety CE marking 

Fly-jib 15° negative 

Hoisting winch 1000 kg   

Manual boom 0-30° adjustable, 0,65 m extra length 

Variable rpm Automatic speed control by using joystick 

Outrigger safety Stepless 

Slewing angle Endless 

Accessoiries 

Tracks White (non marking) 
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TECHNISCHE DATEN C6

Motor Yanmar Diesel 3 Zyl. 7,3 KW

Batterie 12 V, 44 Ah

Elektroantrieb 3,0 KW, 1500 rpm

Ballast Hydr. innen und aussen

Hydr. Pumpe 250 Bar

Transportgeschwindigkeit 1,1 Km/H (1. Gang) 2,2 Km/H (2. Gang)

Gesamtgewicht 2.100 Kg ohne Ballast und Fly-jib  
2.640 Kg ohne Fly-jib , mit Ballast  
2.850 Kg mit Ballast und Fly-jib
3.075 kg mit Ballast, Fly-Jin und Pick&Carrry

Schwenkbereich 360°

Akustisches Kontrollsystem Bei Überlast 90% / 100%

Funksteuerung Proportional Fahren, Abstützen und Kranbe-
dienung mit Display

Sicherheit CE Markierung und TÜV geprüft

 ● Funkfernsteuerung 

 ● passt durch gängige Türen

 ● Elektro- und/oder Verbrennungsmotor

 ● Hydr. Spurverstellung

 ● Transportierbar auf 3,5t Anhänger

 ● Pick and Carry (optional)

 ● Fly-Jib 15° negativ

 ● Seilwinde 1.000 kg

 ● Weiße Gummi Raupen

 ● Fahrbahnplatten 2,0 x 0,8 m

 ● stufenlose Abstütz-Überwachung

 ● 24 V Batterieantrieb

 ● Endlos Schwenkbereich

 ● und vieles mehr
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Ohne Flyjib Mit Flyjib

Jib in max. 900 kg
Jib out hor. max 510 kg


